GENERAL SYMBEOL KEY:

_ :' EXISTING TO BE DEMOLISHED

l:| NEW WooD FRAME (L.G.
STL. WHEN APPLICABLE)

EXISTING TO REMAIN

NEW I-HR FIRE RATED IXI
WooD FRAME (L.&. STL.
WHEN APPLICABLE)

NEW 2-HR FIRE RATED
WooD FRAME (L.&. STL.
WHEN APPLICABLE)

zzzzz2)

NEW PARTIAL HEIGHT
WOOD FRAME (L.&. STL.
WHEN APPLICABLE)

NEW FOUNDATION WALL

MIN. (2) 2"x4" STRUCTURAL
POST FOR 4" WALLS
(MIN. (2) 2"'x6" STRUCTURAL

POST FOR 6" WALLS), UON.

FLOOR PLAN NOTES

DOOR NOTE:

I. INSTALL NEW INTERIOR DOORS WHEN CALLED
OUT ON PLANS BY 'UELD-WEN' (OR EQUAL).

. INSTALL NEW EXTERIOR DOORS WHEN CALLED
OUT ON PLANS BY 'THERMATRU' (OR EQUAL).

. DOOR TYPE TO SELECT

.INSTALL AS PER MANU SPEC.'s

. PROVIDE (2) 2"x&" HDR., U.ON.

. SEE PAGE &-003 FOR ALL OTHER FRAMING
ELEMENTS AROUND DOORS (TYP. FOR ALL) UON.

AU AW N

STAIR ¢ RAILING NOTE:

I. ALL NEW STAIRS SHALL HAVE MAX. 7" Ri &
MIN. 11" Tr - RISERS SHALL BE CLOSED

2. 42" HiIeH GUARDRAIL ¢ SPINDLE SPACING
NOT TO ALLOW PASSAGE OF A 4" ¢ SPHERE;
36" HIcH HANDRAIL & SPINDLE SPACING NOT
TO ALLOW PASSAGE OF A 4" ¢ SPHERE

3. GRIPPABLE RAIL AS PER CODE

WoOOD FRAME STAIR:
|. SEE NOTE ABOVE FOR STAIR ¢ RAILING INFO.
2. RAILINGS SHALL BE WOOD OR PVC.

WINDOW NOTE:

I. ALL NEW WINDOWS ¢ DOORS SHALL BE ANDERSEN
400 SERIES CASEMENT, DOUBLEHUNG, OR GLIDING
(AS NOTED); INSTALL AS PER MANU. SPEC.'S. FOR
SUBSTITUTIONS, SEE NOTE #4 IN "6LASS WINDOWS
AND DOORS" ON PAGE G6-002 |F CASEMENT
WINDOWS - ALL CSMNT WNDWS SHALL HAVE
STRAIGHT ARM HINGE WHEN

2. |IF DOUBLE HUNG - ALL DBL. HUING WNDWS TO BE
TILT WASH

3. ALL GLAZING WITHIN |1&" OF FF TO BE TEMP. &L.

4. SEE PAGE 6-003 FOR FRAMING ELEMENTS AROUND
WINDOWS (TYP. FOR ALL) UON.

EGRESS NOTE:

IN COMPLIANCE WITH NEW YORK STATE BUILDING
CODE, SECTION R310.2.1; THE FOLLOWING MEANS OF
EGRESS SHALL BE FOLLOWED:

NET CLEAR OPENING. .37 SF.
NET CLEAR HEIGHT.... ... 24" MINIMUM
NET CLEAR WIDTH................ 20" MINIMUM

SINGLE SPAN STRUCTURAL MEMBER:

STRUCTURAL MEMBER SHALL NOT BE CONTINUOUS
ACROSS MULTIPLE SPANS. PROVIDE SPLICES DIRECTLY
ABOVE INDICATED POSTS.

TYP. STL. COL.:
SEE NOTED DETAIL AS PER PLAN

36"x36"x|8" DEEP P. CONC. PAD FOOTING
AS PER NOTED DETAIL (TYP)

16"xI0" DEEP P. CONC. CONTINUOUS FOOTING
AS PER NOTED DETAIL (TYP.)

® O 0|0 ®

FOR WOOD STAIRS @ GRADE:

4" THK. P. CONC. PAD &" WIDE x REQ'D LENGTH (IF
EXIST. CONC. SLAB NOT PRESENT) UPON &" GRAVEL
UNDER 2"xI2" P.T. STAIR STRINGERS @ MAX. |6" OC,,
UON. (MIN. 3 STRINGERS)

®

ROOF DECK CONNECTION:

PROVIDE 2"x4" P.T. FRAMING ABOVE DROPPED BEAM
(UPON ROOF) TO BOTTOM OF NEW D.J. ATTACH USING
SIMPSON GALYV. €520 STRAPS AS PER DETAIL.

©®

FEOUND ¢ POSTS FOR NWD. DECK:
WD. P.T. POST & P. CONC. SONOTUBE UPON 12"x|2"x&"
DEEP P. CONC. FOOTING AS PER DETAIL (TYP.)

S

a A W N7

TYPICAL LEDGER BOARD @ EXT. DECK:
(I) 2'x P.T. BD. TO MATCH DEPTH OF JOISTS

@ 16" oc.

. INSTALL HD. GALV. JOIST HANGERS BY 'SIMPSON' (OR
EQUAL)

. PROVIDE FLASHING TUCKED UNDERNEATH SIDING 4
BENT OVER TOP EDGE OF LEDGER BD.

. SEE NOTED DETAIL

. SECURED W/ (2) 5/8" ¢ x 5" LONG HD. GAL. LAG BOLTS

STRUCTURAL NOTE:
STRUCTURAL DESIEN OF FOOTINGS ASSUMES
A SOIL BEARING CAPACITY OF 2.0 TONS/S.F.
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SHORING NOTES: -
|. PROVIDE TEMPORARY SHORING TO SINK
SUPPORT WALLS AND ROOF AS NEEDED.
2. SHORING TO COME DOWN TO GROUND .
OR BE SUPPORTED BY TEMP. BEAM 3
SYSTEM. ELECT. us% i _ =
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FLOOR PLAN NOTES

DOOR NOTE:

I. INSTALL NEW INTERIOR DOORS WHEN CALLED
OUT ON PLANS BY 'UELD-WEN' (OR EQUAL).

. INSTALL NEW EXTERIOR DOORS WHEN CALLED
OUT ON PLANS BY 'THERMATRU' (OR EQUAL).

.DOOR TYPE TO SELECT

.INSTALL AS PER MANU SPEC.'s

. PROVIDE (2) 2"'x&" HDR., U.ON.

. SEE PAGE &-003 FOR ALL OTHER FRAMING
ELEMENTS AROUND DOORS (TYP. FOR ALL) UON.

R SV R V)

STAIR ¢ RAILING NOTE:

I. ALL NEW STAIRS SHALL HAVE MAX. 7" Ri &
MINC 1" Tr - RISERS SHALL BE CLOSED

2. 42" HIeH GUARDRAIL ¢ SPINDLE SPACING
NOT TO ALLOW PASSAGE OF A 4" ¢ SPHERE;
36" HIGH HANDRAIL & SPINDLE SPACING NOT
TO ALLOW PASSAGE OF A 4" ¢ SPHERE

3. GRIPPABLE RAIL AS PER CODE

WOOD FRAME STAIR:
|. SEE NOTE ABOVE FOR STAIR & RAILING INFO.
2. RAILINGS SHALL BE WOOD OR PVC.

WINDOW NOTE:

I. ALL NEW WINDOWS ¢ DOORS SHALL BE ANDERSEN
400 SERIES CASEMENT, DOUBLEHUNG, OR GLIDING
(AS NOTED); INSTALL AS PER MANU. SPEC.'S. FOR
SUBSTITUTIONS, SEE NOTE #4 IN "6LASS WINDOWS
AND DOORS" ON PAGE G-002 |F CASEMENT
WINDOWS - ALL CEMNT WNDWS SHALL HAVE
STRAIGHT ARM HINGE WHEN

2. |IF DOUBLE HUNG - ALL DBL. HUING WNDWS TO BE
TILT WASH

3. ALL GLAZING WITHIN |1&" OF FF TO BE TEMP. &L.

4. SEE PAGE 6-003 FOR FRAMING ELEMENTS AROUND
WINDOWS (TYP. FOR ALL) UON.

EGRESS NOTE:

IN COMPLIANCE WITH NEW YORK STATE BUILDING
CODE, SECTION R310.2.1; THE FOLLOWING MEANS OF
EGRESS SHALL BE FOLLOWED:

NET CLEAR OPENING.......... 5.7 SF.
NET CLEAR HEIGHT............... 24" MINIMUM
NET CLEAR WIDTH................ 20" MINIMUM

SINGLE SPAN STRUCTURAL MEMBER:

STRUCTURAL MEMBER SHALL NOT BE CONTINUOUS
ACROSS MULTIPLE SPANS. PROVIDE SPLICES DIRECTLY
ABOVE INDICATED POSTS.

TYP. STL. COL.:
SEE NOTED DETAIL AS PER PLAN

36"x36"x|18" DEEP P. CONC. PAD FOOTING
AS PER NOTED DETAIL (TYP)

16"xI0" DEEP P. CONC. CONTINUOUS FOOTING
AS PER NOTED DETAIL (TYP.)

® O 0|0 ®

FOR WOOD STAIRS @ GRADE:

4" THK. P. CONC. PAD &" WIDE x REQ'D LENGTH (IF
EXIST. CONC. SLAB NOT PRESENT) UPON 6" GRAVEL
UNDER 2"xI2" P.T. STAIR STRINGERS @ MAX. |6" O.C,,
U.ON. (MIN. 3 STRINGERS)

®

ROOF DECK CONNECTION:

PROVIDE 2"'x4" P.T. FRAMING ABOVE DROPPED BEAM
(UPON ROOF) TO BOTTOM OF NEW D.d. ATTACH USING
SIMPSON GALYV. €220 STRAPS AS PER DETAIL.

FOUND ¢ POSTS FOR WD. DECK:
WD. P.T. POST & P. CONC. SONOTUBE UPON [2"xI2"x&"
DEEP P. CONC. FOOTING AS PER DETAIL (TYP.)

S

a KN W N7

TYPICAL LEDGER BOARD @ EXT. DECK:
(1) 2'x P.T. BD. TO MATCH DEPTH OF JOISTS

. SECURED W/ (2) 5/8" ¢ x 5" LONG HD. GAL. LAG BOLTS
e le"oc.

. INSTALL HD. GALVY. JOIST HANGERS BY 'SIMPSON' (OR
EQUAL)

. PROVIDE FLASHING TUCKED UNDERNEATH SIDING &
BENT OVER TOP EDGE OF LEDGER BD.

. SEE NOTED DETAIL

STRUCTURAL NOTE:
STRUCTURAL DESIEN OF FOOTINGS ASSUMES
A SOIL BEARING CAPACITY OF 2.0 TONS/SF.
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FLASH. CRICKET SHALL EXTEND
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STAIRWNELL, UNDERNEATH NEN ROOF DECK.

SHORING NOTES:

|. PROVIDE TEMPORARY SHORING TO
SUPPORT WALLS AND ROOF AS NEEDED.
2. SHORING TO COME DOWN TO SROUND
OR BE SUPPORTED BY TEMP. BEAM
SYSTEM.

3. CONTACT ARCHITECT IF THERE ARE
ANY SHORING CONCERNS DURING
CONSTRUCTION.

DEMOLITION NOTE:

CONTRACTOR SHALL PROVIDE SUPPORT TO ANY STRUCTURAL

MEMBERS AFFECTED BY SCOPE OF WORK PRIOR TO THE
COMMENCEMENT OF ANY DEMOLITION OR CONSTRUCTION.

GENERAL CONDITIONS:

A. APPLICANT SHALL ELIMINATE AN IDENTICAL NUMBER OF
SEATS FROM THE INTERIOR DINING ROOM OF THE
RESTAURANT WHEN ROOFTOP SEATS (UP TO FORTY FOUR
(44)) ARE IN USE;

B. THE NUMBER OF ROOFTORP SEATING SHALL AT NO TIME
EXCEED FORTY-FOUR (44) SEATS AND THE COMBINED
SEATING BETWEEN THE INTERIOR DINING ROOM AND THE

ROOFTOP SHALL NOT EXCEED EIGHTY-NINE (&9) SEATS.

C. ANY FURTHER EXPANSION OF THE SEATING WILL BE
SUBJECT TO A NEW SITE PLAN APPLICATION; AND

D. OBTAIN ANY AND ALL REQUIRED APPROVALS FROM ANY

INVOLVED OR INTERESTED DEPARTMENTS OR AGENCIES.

l, THE OWNER OF THE PROPERTY LOCATED
AT 1410 MANRANSET AVENUE, GREENPORT AGREES TO ABIDE

BY THE CONDITIONS CONTAINED IN THE VILLAGE OF
GREENPORT PLANNING BOARD'S DECISION APPROVING THE
SITE PLAN DATED FEBRUARY 20, 202I.
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GENERAL CONDITIONS: A. APPLICANT SHALL ELIMINATE AN IDENTICAL NUMBER OF  SEATS FROM THE INTERIOR DINING ROOM OF THE RESTAURANT WHEN ROOFTOP SEATS (UP TO FORTY FOUR (44)) ARE IN USE; B. THE NUMBER OF ROOFTOP SEATING SHALL AT NO TIME EXCEED FORTY-FOUR (44) SEATS AND THE COMBINED SEATING BETWEEN THE INTERIOR DINING ROOM AND THE ROOFTOP SHALL NOT EXCEED EIGHTY-NINE (89) SEATS. C. ANY FURTHER EXPANSION OF THE SEATING WILL BE SUBJECT TO A NEW SITE PLAN APPLICATION; AND D. OBTAIN ANY AND ALL REQUIRED APPROVALS FROM ANY INVOLVED OR INTERESTED DEPARTMENTS OR AGENCIES. I, _____________, THE OWNER OF THE PROPERTY LOCATED AT 1410 MANHANSET AVENUE, GREENPORT AGREES TO ABIDE BY THE CONDITIONS CONTAINED IN THE VILLAGE OF GREENPORT PLANNING BOARD'S DECISION APPROVING THE SITE PLAN DATED FEBRUARY 20, 2021.  _________________________________
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SCALE: 1/4" = 1'-0"
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PROPOSED ROOF PLAN
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0 S.F. HABITABLE SPACE; 1,000 S.F. GROSS AREA
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EXISTING TO BE DEMOLISHED
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EXISTING TO REMAIN
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NEW WOOD FRAME (L.G. STL. WHEN APPLICABLE)
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MIN. (2) 2"x4" STRUCTURAL POST FOR 4" WALLS (MIN. (2) 2"x6" STRUCTURAL POST FOR 6" WALLS), U.O.N.
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NEW FOUNDATION WALL
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NEW PARTIAL HEIGHT WOOD FRAME (L.G. STL. WHEN APPLICABLE)
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NEW 1-HR FIRE RATED WOOD FRAME (L.G. STL. WHEN APPLICABLE)
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NEW 2-HR FIRE RATED WOOD FRAME (L.G. STL. WHEN APPLICABLE)
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